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Sunlite LFX/DSG/PD/D/9W/TOK 9 Watt
LED Decorative Glass Pendant, 3000K
Warm White
Designers Glass

DESCRIPTION:
The Sunlite designers glass LED pendant Collection features
exquisite designs. Each pendant is meticulously crafted to
provide high quality lighting. Every pendant features a unique
stunning design that complements any room's interior. The
pendants seamlessly integrate the latest and most efficient
energy saving LED technology.

FEATURES:
§ Brushed nickel finish, tokio lens, Steel housing
§ Fully dimmable - 35,000 hours of traditional, energy

efficient, warm light
§ This LED fixture is a 1 bulb 60W incandescent equivalent

A19 replacement
§ This lamp produces a spectacular warm white light at a 800

lumens, using only 9 watts of energy
§ ETL approved
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SPECIFICATIONS:

General Characteristics
Bulb Shape Integrated LED
Average Rated Hours 35000
Finish Decorative Glass
Average Life Span Years 32
Dimmable Yes
Dimming Type Forward Phase (Triac or

Incandescent)
Dimming Percentage 10-100%
Material Steel Housing
Lens Finish Tokio
Bulb Type Integrated
Application Residential

Electrical Characteristics
Watts 9
Volts 120

Light Characteristics
Lumens Brightness 800
Color Rendering Index CRI 81
Emitted Color Warm White
Color Temperature Kelvin 3000K
Beam Angle 120°

Fixture Characteristics
Style Traditional
Shape Teardrop
Number of Lights 1
Mounting Pendant
Fixture Technology LED
Use Location Indoor

Additional Features
Safety Rating Mark ETL - Damp Location
Safety Rated For Canada Yes
Safety Rated For USA Yes

Product Dimensions
MOL (in) 11
Diameter (in) 4.75
Package Dimension (in) (W) 6.4 (H) 8.8 (D) 9.7
Package Weight (lb) 3.100
Canopy Width (in) 5.0
Cord Length 72" Cord

Product Data
Case Unit Rate 6
Item UPC 653703887067
Warranty Years 5
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